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Royal College of Art,
Battersea

Location Clickfix sculpts the
lightinroyal art &
Ciokf VF design studio.

Roofing Contractor

English Architectural Brett Martin supplied the polycarbonate panels

Glazing Ltd used to glaze the striking northlights in the
roof exhibition space in the new Battersea
campus of the Royal College of Art, London.

Architect

Herzog & De Meuron This was a colossal new £135m build, which

the college itself has described as ‘the most
significant campus development in their history’.

The brief for the architects was to create a

large, rugged like factory building which brings
together art, design, science and technology

in one place. The structure accommodates the
buildings current and future needs and the result
of its commitment to sustainable design is that the
building has been certified as BREEAM excellent.

Marlon Clickfix pans across 2 vertical
sections in the lofty top floor of the four-storey
Studio Building dedicated to the university’s
traditional art and design disciplines.

The product was selected due to its ease of
installation, thermal insulation and high levels of
natural light which allows for large, glazed areas.
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Royal College of Art,
Battersea

The bright internal space and
the sheer size of the glazing
in this building illustrates

the benefits of the product
wonderfully and as stated in
an article by The Guardian,

The space
beneath the
big triangular
skylights is
glorious.

Royal College of Art

Studio
Building

Teaching & Learning
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Royal College of Art, |
Technical Marlon
Battersea Specification Clickfix V/F

U value Product Application

Sheet - 0.99W/m?3K

Light Transmission
44%

Fire Classification
B-s1, d0 to EN13501-1

INTERMEDIATE SUPPORTS INTERMEDIATE SUPPORTS

. —

Spanning DRECTION OF LAY
. LEFT TORIGHT

Purlin ctrs 1.5m,

max load 2.2kN/m?

SIDE ELEVATION - TYPICAL

Air Permeability
0.18m3/h.m? +/-50 Pa

Sound Reduction
Rw 22dB
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Brett Martin Ltd.

24 Roughfort Road
Newtownabbey, Co. Antrim
Northern Ireland, BT36 4RB

t: +44 (0) 28 9084 9999
e: commercial@brettmartin.com

Brett Martin
Daylight Systems Ltd.

Sandford Close

Aldermans Green Industrial Estate
Coventry, West Midlands
England, CV2 2QU

t: +44 (0) 24 7660 2022
e: daylight@brettmartin.com

Brett Martin DWC LLC

Dubai World Central
Business Centre, PO Box 390667
Dubai, UAE

t: +971 (0) 52 866 5494
e: wagaskhawaja@brettmartin.com

For the latest information visit
brettmartin.com
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